











Accessories

Push Plate Posts

Mounting post for stainless steel push plates.
* CL2248: Silver mounting post

» CL2247: Black mounting post

» CL2249: Bronze mounting post

Post Size: 41 172" H x 6 1/4" W x 4 1/4" D.

Note: Push plate post accepts the CL4163: 4 1/2" square plate only.
For use with 4 1/2" square plates part CL4163 and vestibule plate part CL2388. ClL2247

Push Plate Post (Black)

Activating Door Plates and Accessories
» CL2216: 6" round stainless steel plate with accessibility logo and “Push To Open” text

» CL2220: 6" surface mount box

» CL2223: 6" weather ring

* CL2102: 4 3/4" square stainless steel push plate with accessibility logo and “Push To Open” text

» CL2388: 4 3/4" dual vestibule stainless steel push plate with accessibility logo, “Push To Open” text and directional arrows
» CL2236: 4 3/4" surface mount box

» CL4163: 4 1/2" square stainless steel plate with accessibility logo and “Push To Open” text

» CL4638: 4 1/2" surface mount box

* CL2055: 1 1/2"x 4 3/4" jamb stainless steel plate with accessibility logo and “Push To Open” text
» CL2245:11/2"x 4 3/4" surface mount box

* CL2025: plate includes single and double gang face plates (see below)

* CL4490: Radio control transmitter (with 9V battery)(433 Mhz)

» CL4485: Radio control receiver (433 Mhz)

* CL4488: Digital Keychain Transmitter (433MHz) (1 button)

* PS490: PS-490 Power supply 24VDC @ 0.5A

Push Plate Packages (One box solution)
* CL4976: Includes (2) CL4163 Text & Logo plates, (2) CL4638 boxes, (2) CLA490 (9 volt) Transmitters, (1) CL4485 Receiver

)
* CL4977: Includes (2) CL4163 Text & Logo plates, (2) CL4638 boxes — HARD WIRED SOLUTION ONLY
* CL4980: Includes (2) CL2102 Text & Logo plates, (2) CL2236 boxes, (2) CL4490 (9 volt) Transmitters, (1) CL4485 Receiver
* CL4981: Includes (2) CL2102 Text & Logo plates, (2) CL2236 boxes — HARD WIRED SOLUTION ONLY
* CL4990: Includes (2) CL2216 Text & Logo plates, (2) CL2220 boxes, (2) CL4490 (9 volt) Transmitters, (1) CL4485 Receiver
* CL4991: Includes (2) CL2216 Text & Logo plates, (2) CL2220 boxes, — HARD WIRED SOLUTION ONLY

PUSH
TO OPEN
CL2216 CL4163 CL2102 CL2388 CL2055 CL2223
6" Round Plate 4 1/2" Square 4-3/4" Square 4-3/4" Dual 11/2" x4 3/4" 6" Weather Ring
Plate Plate Vestibule Push Jamb Plate
Plate
CL2220 CL4638 CL2236 CL2245 CL2025
6" Surface 4 1/2" Surface 4-3/4" Surface 11/2" x4 3/4" Touchless Plates
Mount Box Mount Box Mount Box Surface Mount Box  (both plates supplied)
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Accessories (Continued)

CL4488 CL4485
Digital Keychain Transmitter Radio Control Receiver

PS490
Power Supply

CL4490
Transmitter

Signs

314066: Kit contains 7 signs, supplied with D-4990 Low Energy Operator

B
DAILY
AUTOMATIC SAFETY CHECK

CAUTION C

ACTIVATE SWITCH
DOOR TO OPERATE

1-supplied 1-supplied

PUSH

PULL
TO OPERATE

2-supplied 2-supplied

TO OPERATE

® For your customer's safety
and your own protection,
use the Daily Safety Check
Sheet for proper safety
procedures. If you need a
copy, call your local
Stanley Security Solutions
distributor.

© Test the doors daily &
after any power outages.

© Check the condition of the
glass, safety decals, finger
guards, and door pivots.

o If there are any problems,
DISCONTINUE DOOR
OPERATION IMMEDIATELY!
Notify your local authorized
Stanley Security Solutions
distributor for repair.

1-supplied

Low Energy Operator D-4990
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